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THE WORLD LEADER IN GUEST ROOM TELECOM

DIAMOND
SINGLE-LINE GUESTROOM TELEPHONES
INSTALLED IN MORE HOTEL ROOMS WORLDWIDE THAN ANY OTHER PHONE

 



Diamond Lobby
One (1) programmable 
guest service button
No dial pad, Redial or Flash 

Easy-access data port

Up to 10 programmable
guest service buttons

Redial (most models)

Large printable faceplate areaHearing-aid compatible handset

Handset volume boost 

Bright red message waiting indicator

Durable, high impact housing

DIAMOND

Diamond Plus
Zero (0) programmable
guest service buttons

• Single-line telephone

• Up to 10 programmable
guest service buttons

• HAC/VC (ADA) handset
volume boost with 
3 distinct levels

• EasyAccessTM data port

• ExpressNetTM-ready 

• Raised red message
waiting indicator 

• MultiXTM message 
waiting circuitry

• Redial (most models)

• Flash (most models)

• Advanced microprocessor
technology

• Non-volatile EEPROM
memory, requires no battery 

• Electronic ringer

• Large printable faceplate
area 

• Desk or wall mountable

• Textured finish resists
smudges & scratches
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CONTACTING TELEDEX

UNITED STATES
Worldwide Headquarters
6311 San Ignacio Avenue
San Jose, CA 95119
Toll Free: (800) 783-8353
Phone: (408) 363-3100
Fax: (408) 363-3136 
Email: sales@teledex.com
Web: www.teledex.com

INTERNATIONAL
South Europe, Mideast & Africa
semea@teledex.com

North, Central & East Europe
ncesales@teledex.com 

North & South Asia
nasiasales@teledex.com 

Latin America/Caribbean
calasales@teledex.com

Canada
canadasales@teledex.com

SINGLE-LINE GUESTROOM TELEPHONES

Power
Line 

Footprint
6.25 in. x 9.0 in.
15.9 cm. x 22.9 cm.

Colors
Ash, Black 

Weight
2.3 lbs./ 1 kg.

Handset 
Standard K Style (Euro Style
optional), hearing aid compatible

Handset Cord Length
10 feet/ 3.05 meters

Line Cord Length 
10 feet/ 3.05 meters
(other lengths available)  

Cabling Requirement
1 Pair Minimum

Diamond 3
Three (3) programmable
guest service buttons

Diamond 5
Five (5) programmable 
guest service buttons

Shown: Diamond 10
Ten (10) programmable 
guest service buttons

Distributed by:

MORE INFORMATION ONLINE

Visit www.teledex.com for:
> A wide selection of Teledex

guestroom telephones, business
telephones, VoIP telephones, and
accessories

> Trained, knowledgeable
customer service and technical
support staff 

> The Teledex Distributor Locator,
to help you find the reseller
nearest you

> The Teledex Store
24/7 online shopping

Diamond 
Zero (0) programmable
guest service buttons
No Redial or Flash

Signaling
Standard 12 tone DTMF 

Flash Timing
600 ms (100, 300 ms optional)

Message Waiting 
90-120 VDC Standard (low voltage,
reverse polarity, FSK optional)

Operating Voltage
24 to 56 VDC Non Polarity Sensitive

FCC Specifications
Meets Part 15, Subpart J,
Class A, Part 68

International PTT Registrations
Available upon request 

Safety Standard
ETL and CE

Ringer Equivalence: Z
Registered Connector

USOC RJ11

Flash (most models)




